TOWNSHIP OF CRAMAHE

STANDARD DRIVEWAY REQUIREMENTS

1. An Entrance Permit is required for each entrance at a cost of $500.00 per permit.

2. Upon completion of installation, other requirements and final approval by the Director    

    of Operations, or designate, $400.00 per entrance shall be returned to the applicant.

3. Entrance culverts shall be:

· New steel culvert pipe and may be riveted or spiral type. If spiral is used, ends shall be re-rolled.

· Residential culverts shall have minimum 1.3 mm. (.052 inches) thickness.

· Commercial, farm, or entrances where heavy truck traffic is expected, culverts shall have a minimum of 2.0 mm (.079 inches) thickness.

· Culverts shall be minimum 7.3 meters in length (24’) and may be required to be of greater length at the discretion of the Director of Operations.

· Culverts shall be one piece.

· Culverts shall be a minimum diameter of 400 mm; the Director of Operations shall determine the exact diameter.

· Culverts shall have a minimum cover of 20 cm (8 inches) with at least 15 cm (6 inches) being “A” gravel.

4. Culverts shall be installed with proper bedding and shall be placed to best serve the

    drainage requirements at the driveway entrance. Specific details shall be provided at 

    the time of the approval of the application.

5. Any ditching required to properly accommodate the culvert shall be done at the time of 

    culvert installation and shall be the responsibility of the applicant. Details will be

    provided to the applicant by the Director of Operations.

6. Ditched and disturbed areas shall be restored and stabilized as required by the Director 

    of Operations prior to final approval.

7. Culvert ends shall be stabilized with top soil and sod/seed or with rip-rap stone prior to 

    final approval.

For further information contact:

Dan O’Brien
Director of Operations
Township of Cramahe

905-344-7392

